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N O M I N A L  C H E M I C A L  V A L U E S

A M P C O  M E T A L  W E L D I N G  P R O D U C T S

Covered Electrodes 36“ Bare Rod Spooled Wire

Cu Zn Sn Mn Fe Si Ni Cr P Al Pb Total Others

AMPCO-TRODE® 7

NEW PRODUCT

AMPCO-TRODE® 10
AMPCO-TRODE® 40
AMPCO-TRODE® 46
AMPCO-TRODE® 150
AMPCO-TRODE® 160
AMPCO-CORE® 200
AMPCO-CORE® 250
AMPCO-CORE® 300
AMPCO-TRODE® 940

COPR-TRODE®
SIL-TRODE®

NEW PRODUCT

AMPCO-TRODE® 7
AMPCO-TRODE® 10
AMPCO-TRODE® 40
AMPCO-TRODE® 46
AMPCO-TRODE® 150
AMPCO-TRODE® 160
AMPCO-CORE® 200
AMPCO-CORE® 250
AMPCO-CORE® 300
AMPCO-TRODE® 940
COPR-TRODE®
SIL-TRODE®

INCH

MM

balance
balance
balance
balance
balance
balance
balance
balance
balance
balance

98.0
balance

0.20
0.02
0.15
0.10
0.10

-
1.00

-
-
-
-
-

1.00
1.00

0.50
-

11.00 - 14.00
.60 - 3.50

-

0.50
1.50

1.50
2.00 - 4.00
3.00 - 5.00
2.00 - 4.50
2.50 - 5.00

4.00
4.00
4.00

-
0.50

-
0.10
0.10
0.10
0.10

1.50 max

0.50
2.80 - 4.00

0.10

0.40 - 0.60

-
1.50 - 3.00
4.00 - 5.50

-

-
-

-

2.00 - 3.00

-
-
-
-

-

-

0.10 - 0.60

0.15

6.00 - 8.50
8.50 - 11.0
7.00 - 8.50
8.50 - 9.50

10.00 - 11.50
7.50 - 10.00

9.00
11.50

0.01

13.50

0.01
0.02
0.02

0.02
0.02
0.02
0.02
0.02
0.02

0.50
0.50
0.50
0.50
0.50
0.50
0.50
0.50
0.50
0.50

0.50
0.50

For all 36” (914 mm) bare rod stock listed above, we recommend deposit with the GTAW process only.

1/8 5/32 1/16 3/32 1/8 5/32 3/16 .035 .045 1/16 3/32

3.2 4.0 1.6 2.4 3.2 4.0 4.8 0.9 1.2 1.6 2.4
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36“ Bare Rod

NEW PRODUCT

AMPCO-TRODE® 940 Laser

INCH

MM 0.25 0.4

* ••

0.3 0.5

.010 .012 .016 .020

AMPCO-TRODE® 940 Laser balance 0.40 - 0.60 2.00 - 3.00 0.10 - 0.60 0.50




